COMPOUND COMPATIBILITY CHART — APPENDIX C

Acetamide (Acryimide) 1 70 21 1 70 | 21 2 140 60 & 70 | 21 1 300 149
Acetone 4 70 21 4 70 | 21 4 70 21 & 70 | 21 1 200 93
Acetyl Chloride 4 70 21 4 70 | 21 2 70 21 8 70 | 21 1 200 93
Acetylene Gas 1 200 93 1 ND | ND 1 200 93 2 70 | 21 1 200 93
Aluminum Chloride 1 160 71 1 70 | 21 1 212 100 2 70 | 21 1 boiling | boiling
Aluminum Phosphate 1 70 21 1 70 | 21 1 70 21 1 70 | 21 1 70 21
Aluminum Sulphate 1 160 71 1 ND | ND 1 140 60 1 70 | 21 1 200 93
IAmmonium Chloride 2 200 93 1 70 | 21 1 212 100 3 70 | 21 1 250 121
IAmmonium Hydroxide 4 140 60 4 ND | ND 2 70 21 1 70 | 21 1 300 149
Ammonium Nitrate 1 200 93 1 70 | 21 1 176 80 3 70 | 21 1 200 93
Ammonium Nitrite 1 70 21 1 70 | 21 1 70 21 2 70 | 21 1 70 21
IAmmonium Phosphate 1 200 93 1 ND [ ND 1 176 80 1 70 | 21 1 70 21
Ammonium Sulfate 1 200 93 1 ND | ND 1 176 80 1 70 | 21 1 200 93
Amy| Borate 2 100 38 1 70 | 21 1 70 21 4 70 | 21 1 70 21
IAmyl Chloronapthalene 4 80 27 4 70 | 21 1 140 60 4 70 | 21 1 70 21
Amyl Naphthalene 4 70 21 4 70 | 21 1 70 21 4 70 | 21 1 70 21
Arsenic Acid 1 140 60 1 70 | 21 1 140 60 1 70 | 21 1 200 93
Asphalt Emulsion 2 70 21 ND ND | ND 1 400 204 4 70 | 21 1 180 82
Asphalt Topping 2 150 66 2 ND | ND 1 212 100 4 70 | 21 1 180 82
IATF-TYPE A 1 70 21 1 70 | 21 1 70 21 1 70 | 21 1 450 232
Automotive Brake Fluid 3 70 21 ND ND | ND 4 70 21 1 70 | 21 1 70 21
Automotive Gasoline 1 250 121 ND ND | ND 1 70 21 4 70 | 21 ND ND ND
Benzine (Gasoline) 1 250 121 1 ND | ND 1 100 38 4 70 | 21 1 300 149
Benzoic Acid 4 70 21 3 ND [ ND 1 176 80 4 70 | 21 1 300 149
Benzoyle Chloride 4 70 21 4 ND | ND 4 70 21 4 70 | 21 1 70 21
Benzyl Alcohol 4 70 21 4 ND | ND 1 140 60 2 ND | ND 1 400 204
Benzyl Benzoate 4 70 21 4 ND | ND 1 70 21 1 ND | ND 1 70 21
Benzyl Chloride 4 70 21 4 ND | ND 1 200 93 4 70 | 21 1 387 197
Biphenyl 4 70 21 4 70 | 21 1 300 149 4 70 | 21 1 300 149
Black Liquor 1 140 60 ND ND | ND 1 212 100 1 70 | 21 1 70 21
Black Liquor Waste 1 70 21 ND ND | ND 1 70 21 ND ND | ND 1 70 21
Black Sulfate Liquor 2 200 93 ND ND | ND 1 176 80 2 70 | 21 1 70 21
Blast Furnace Gas 4 70 21 4 70 | 21 1 70 21 1 250 | 121 1 70 21
Boric Acid 1 140 60 1 70 | 21 1 176 80 1 70 | 21 1 300 149
Bromine Anhydrous Gas 4 70 21 4 ND | ND 1 70 21 3 70 | 21 1 300 149
Bromobenzene 4 70 21 4 70 | 21 1 70 21 4 70 | 21 1 122 50
Butadien (Monomer) 4 140 60 4 ND | ND 2 250 121 4 70 | 21 1 300 149
Butane 1 200 93 1 70 | 21 1 176 80 4 70 | 21 1 300 149
Butyl Acetate 4 70 21 4 70 | 21 4 70 21 4 70 | 21 1 300 149
N-Butyl Benzoate 4 70 21 4 70 | 21 1 70 21 1 ND | ND 1 122 50
Butyl Carbitol 4 70 21 4 70 | 21 3 70 21 4 70 | 21 1 70 21
Butyl Oleate 4 70 21 4 70 | 21 3 70 21 2 70 | 21 1 70 21
Butyl Stearate 2 104 40 2 70 | 21 1 104 40 ND ND | ND 1 70 21
Butylene 1 250 121 4 70 | 21 1 140 60 4 70 | 21 1 200 93
Calcium Bisulfate 1 70 21 ND ND | ND 1 70 21 3 70 | 21 1 70 21
(Calcium Bisulfide 1 70 21 ND ND | ND 1 140 60 3 70 | 21 1 70 21
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Calcium Bisulfite 1 104 40 1 70 | 21 1 176 80 1 70 | 21 1 200 93
Calcium Hydroxide 1 140 60 1 70 | 21 1 212 100 1 70 | 21 1 122 50
Calcium Hypochlorite 3 70 21 2 70 | 21 1 70 21 2 70 | 21 1 300 149
Calcium Nitrate 1 176 80 1 70 | 21 1 212 100 2 70 | 21 1 200 93
Calcium Sulfide 1 140 60 1 70 | 21 1 212 100 2 70 | 21 1 300 149
Carbamate 3 70 21 3 ND [ ND 1 70 21 1 ND | ND 1 70 21
Carbolic Acid 4 70 21 4 70 | 21 1 140 60 4 70 | 21 1 70 21
Carbon Dioxide 1 160 71 1 70 | 21 2 212 100 2 70 | 21 1 300 149
Carbon Monoxide 1 140 60 1 70 | 21 1 212 100 1 140 | 60 1 300 149
Carbon Tetrachloride 4 70 21 2 70 | 21 1 75 24 4 70 | 21 1 200 93
Chlorine Dioxide 4 70 21 4 70 | 21 1 70 21 3 70 | 21 1 70 21
Chlorobenzene 4 70 21 4 70 | 21 1 200 93 4 70 | 21 1 300 149
Chlorotoluene 4 70 21 4 70 | 21 1 200 93 4 70 | 21 1 387 197
Chrome Plating Solutions 4 70 21 4 70 | 21 1 70 21 2 70 | 21 1 70 21
Chromic Acid 4 70 21 4 70 | 21 1 70 21 2 70 | 21 2 248 120
Cobalt Chloride 1 70 21 1 70 | 21 1 70 21 2 70 | 21 ND ND ND
Copper Chloride 1 176 80 1 70 | 21 1 212 100 1 70 | 21 1 150 66
Copper Cyanide 1 boiling | boiling 1 70 | 21 1 boiling | boiling 1 70 | 21 1 300 149
Copper Plating Solution 1 140 60 ND ND | ND 1 140 60 4 70 | 21 1 70 21
Copper Sulfate 1 176 80 1 70 | 21 1 140 60 1 70 | 21 1 200 93
Creosote 2 70 21 2 ND | ND 1 212 100 4 70 | 21 1 70 21
Cresylic Acid 4 70 21 1 70 | 21 1 158 70 4 70 | 21 1 200 93
Cumene 4 70 21 4 70 | 21 1 200 93 4 70 | 21 3 122 50
Cyclohexane 1 250 121 1 70 | 21 1 200 93 4 70 | 21 1 300 149
Cyclohexanol 1 70 21 1 70 | 21 1 104 40 4 70 | 21 1 200 93
Degreasing Fluid 4 70 21 ND ND | ND 1 70 21 ND ND | ND 1 70 21
Denatured Alcohol 1 70 21 1 70 | 21 1 70 21 1 212 | 100 1 70 21
Detergent Solutions 1 200 93 1 70 | 21 1 212 100 1 ND | ND 1 300 149
Developing Fluids 1 70 21 1 70 | 21 1 70 21 1 70 | 21 1 300 149
Dibromoethyl Benzene 4 70 21 4 70 | 21 1 70 21 4 70 | 21 ND ND ND
0-Dichlorobenzene 4 70 21 4 70 | 21 1 158 70 4 70 | 21 1 125 52
Diesel Oil 1 250 121 1 70 | 21 1 200 93 4 70 | 21 1 300 149
Diethylamine 3 140 60 3 70 | 21 4 140 60 2 70 | 21 1 300 149
Diethylbenzene 4 70 21 4 70 | 21 1 200 93 4 70 | 21 1 122 50
Diethylene Glycol 1 200 93 1 ND | ND 1 140 60 2 70 | 21 1 125 52
Diisooctyl Sebacate 3 70 21 4 70 | 21 2 70 21 3 70 | 21 ND ND ND
Diisopropyl Benzene 4 70 21 4 70 | 21 1 200 93 4 70 | 21 1 70 21
Dimethylether 1 70 21 1 70 | 21 1 70 21 1 70 | 21 1 70 21
Dimethylphthalate 4 70 21 4 70 | 21 1 70 21 2 70 | 21 1 392 200
Dipentene 2 200 93 2 70 | 21 1 70 21 4 70 | 21 1 70 21
Dipheny! 4 70 21 4 70 | 21 1 300 149 4 70 | 21 1 300 149
Diphenyl Oxides 4 70 21 4 70 | 21 1 140 60 3 70 | 21 1 70 21
Dry Cleaning Fluids 3 70 21 3 70 | 21 1 70 21 4 70 | 21 1 70 21
Ethane 1 140 60 1 70 | 21 1 140 60 4 70 | 21 1 70 21
Ethanol 1 140 60 1 70 | 21 4 104 40 1 70 | 21 1 392 200
Ethyl Alcohol 1 140 60 1 70 | 21 1 70 21 2 70 | 21 1 392 200

Rating Key: 1 = Excellent compatibility up to given temperature 3 = Limited compatibility up to given temperature ~ ND = No Data

2 = Good compatibility up to given temperature 4 = Poor compatibility up to given temperature Technical Manual 39



COMPOUND

COMPATIBILITY

CHART

APPENDIX

C

40 | Garlock Klozure®
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Ethyl Chloride 1 140 60 1 70 | 21 1 140 60 4 70 | 21 1 125 52
Ethyl Formate 4 70 21 4 70 | 21 1 70 21 ND ND | ND 1 70 21
Ethyl Oxalate 4 70 21 4 70 | 21 1 70 21 4 70 | 21 1 70 21
Ethyl Silicate 1 70 21 1 70 | 21 1 70 21 ND ND | ND 1 70 21
Ethylene 1 200 93 1 70 | 21 1 70 21 4 70 | 21 1 70 21
Ethylene Chlorohydrin 4 70 21 4 70 | 21 1 70 21 3 70 | 21 1 300 149
Ethylene Diamine 1 80 27 1 70 | 21 4 70 21 1 70 | 21 1 242 17
Ethylene Dichloride 4 70 21 4 70 | 21 1 200 93 4 70 | 21 1 300 149
Ethylene Glycol 1 212 100 1 70 | 21 1 250 121 1 70 | 21 1 300 149
Ethylene Trichloride 4 70 21 4 70 | 21 1 70 21 4 70 | 21 1 70 21
Ferric Chloride 1 150 66 1 70 | 21 1 176 80 2 70 | 21 1 300 149
Ferric Nitrate 1 140 60 1 70 | 21 1 212 100 & 70 | 21 1 300 149
Ferric Sulfate 1 140 60 1 70 | 21 1 176 80 2 70 | 21 1 300 149
Formic Acid 4 70 21 2 140 | 60 3 140 60 3 70 | 21 1 boiling | boiling
Freon 12 1 250 121 1 70 | 21 2 75 24 4 70 | 21 1 70 21
Freon 22 4 70 21 4 70 | 21 4 70 21 4 70 | 21 1 300 149
Fuel Oil 1 250 121 1 70 | 21 1 200 93 4 70 | 21 1 300 149
Fumaric Acid 1 70 21 1 70 | 21 1 70 21 2 70 | 21 1 70 21
Fyrquel 4 70 21 4 70 | 21 1 212 100 1 70 | 21 1 70 21
Gear Oil Super 1 212 100 1 70 | 21 1 350 177 1 70 | 21 ND ND ND
Grease 1 100 38 1 70 | 21 1 140 60 4 70 | 21 1 70 21
Hydraulic Oil 1 250 121 1 70 | 21 1 70 21 3 70 | 21 1 70 21
Hydrobromic Acid 4 140 60 4 70 | 21 1 140 60 4 70 | 21 1 212 100
Hydrocyanic Acid 2 140 60 2 70 | 21 1 140 60 3 70 | 21 1 300 149
Hydrofluosilicic Acid 1 70 21 1 70 | 21 1 70 21 4 70 | 21 1 200 93
Hydrogen Gas 1 200 93 1 70 | 21 1 176 80 3 140 | 60 1 300 149
Hypoid Lubes 2 70 21 2 70 | 21 1 300 149 4 70 | 21 ND ND ND
Isobutyl Alcohol 2 80 27 2 70 | 21 1 75 24 1 70 | 21 1 200 93
Isooctane 1 250 121 1 70 | 21 1 70 21 4 70 | 21 1 300 149
Isopropyl Alcohol 1 70 21 2 70 | 21 1 170 77 1 70 | 21 1 300 149
Kerosene 1 250 121 1 70 | 21 1 158 70 4 70 | 21 1 300 149
Ketones 4 70 21 4 70 | 21 4 70 21 4 70 | 21 1 300 149
Lacquers 4 70 21 4 70 | 21 4 70 21 4 70 | 21 1 70 21
Lacquer Solvents 4 70 21 4 70 | 21 4 70 21 4 70 | 21 1 70 21
Lead Nitrate 1 120 49 1 70 | 21 1 212 100 2 70 | 21 1 125 52
Lead Sulfamate 2 140 60 2 70 | 21 1 140 60 2 70 | 21 1 125 52
Linseed Oil 1 200 93 1 70 | 21 1 250 121 1 70 | 21 1 300 149
Liquefied Petroleum-Gas 1 250 121 1 70 | 21 1 176 80 4 70 | 21 1 200 93
Lubricating Oils 1 70 21 1 70 | 21 1 158 70 4 70 | 21 1 300 149
Magnesium Chloride 1 176 80 1 70 | 21 1 176 80 1 70 | 21 1 300 149
Magnesium Hydroxide 1 140 60 2 70 | 21 1 212 100 1 70 | 21 1 300 149
Magnesium Sulfate 1 176 80 1 70 | 21 1 boiling boiling 1 70 | 21 1 300 149
Maleic Acid 4 176 80 4 70 | 21 1 140 60 4 70 | 21 1 300 149
Malic Acid 1 70 21 1 70 | 21 1 70 21 2 70 | 21 1 300 149
Methane 1 250 121 1 70 | 21 2 176 80 4 70 | 21 1 300 149
Rating Key: 1 = Excellent compatibility up to given temperature 3 = Limited compatibility up to given temperature ND = No Data



COMPOUND

COMPATIBILITY CHART

APPENDIX C

Methanol 1 70 21 1 70 | 21 4 75 24 1 70 | 21 1 300 149
Methyl Alcohol 1 70 21 1 70 | 21 4 75 24 1 70 | 21 1 300 149
Methyl Bromide 2 70 21 2 70 | 21 1 160 71 1 ND | ND 1 300 149
Methyl Ether 1 70 21 1 70 | 21 1 70 21 1 70 | 21 1 70 21
Methyl Oleate 4 70 21 4 70 | 21 1 70 21 ND ND | ND 1 70 21
Mineral Oil 1 250 121 1 70 | 21 1 70 21 2 70 | 21 1 356 180
Naphtha 1 250 121 2 70 | 21 1 158 70 4 70 | 21 1 300 149
Naphthalene 4 70 21 4 70 | 21 1 176 80 4 70 | 21 1 424 218
Naphthalenic 2 70 21 2 70 | 21 1 160 71 4 70 | 21 1 70 21
Natural Gas 1 250 121 1 70 | 21 1 176 80 4 70 | 21 1 70 21
Nickel Chloride 1 176 80 1 70 | 21 1 212 100 1 70 | 21 1 300 149
Nitric Acid (Dilute) 4 70 21 4 70 | 21 1 158 70 2 70 | 21 1 248 120
Octachlortoluene 4 70 21 4 70 | 21 1 70 21 4 70 | 21 1 70 21
Octadecane 1 70 21 4 70 | 21 1 70 21 4 70 | 21 1 70 21
N-Octane 2 70 21 2 70 | 21 1 70 21 4 70 | 21 1 300 149
Octyl Alcohol 2 100 38 2 70 | 21 2 70 21 2 70 | 21 1 70 21
Oleum Spirits 2 70 21 2 70 | 21 1 160 71 4 70 | 21 1 70 21
Oxalic Acid 2 140 60 2 70 | 21 1 140 60 2 70 | 21 1 200 93
Oxygen-Cold 2 100 38 4 70 | 21 1 70 21 1 70 | 21 1 70 21
Oxygen-Hot 4 250 121 4 70 | 21 2 400 204 2 70 | 21 1 400 204
0zone 4 70 21 1 70 | 21 1 70 21 1 400 | 204 1 125 52
Paint Thinner, Duco 4 70 21 4 70 | 21 2 200 93 4 70 | 21 1 70 21
Palmitic Acid 1 160 7 1 70 | 21 1 70 21 4 70 | 21 1 300 149
Perchloric Acid 4 70 21 4 70 | 21 3 200 93 4 ND | ND 1 200 93
Perchloroethylene 2 70 21 2 70 | 21 1 212 100 4 70 | 21 1 250 121
Petroleum 1 250 121 1 70 | 21 1 250 121 4 70 | 21 1 250 121
Phenol 4 70 21 4 70 | 21 1 140 60 4 ND [ ND 1 300 149
Phenyl Benzene 4 70 21 4 70 | 21 1 300 149 4 70 | 21 1 300 149
Phenyl Ethyl Ether 4 70 21 4 70 | 21 4 70 21 4 70 | 21 1 70 21
Phenyl Hydrazine 4 70 21 4 70 | 21 1 70 21 1 ND | ND 1 70 21
Phorone 4 70 21 4 70 | 21 4 70 21 4 70 | 21 1 70 21
Phosphate Ester 4 70 21 4 70 | 21 4 70 21 1 70 | 21 1 70 21
Phosphorus Trichloride 4 70 21 4 70 | 21 1 70 21 ND | ND 1 300 149
Pickling Solution 4 70 21 4 70 | 21 2 70 21 4 70 | 21 1 70 21
Picric Acid (10%) 2 160 7 2 70 | 21 1 140 60 2 70 | 21 1 300 149
Pinene 2 70 21 2 70 | 21 1 158 70 4 70 | 21 1 boiling | boiling
Piperidine 4 70 21 4 70 | 21 4 70 21 4 70 | 21 1 boiling | boiling
Plating Solution - Chrome 4 70 21 4 70 | 21 1 140 60 4 70 | 21 1 300 149
Plating Solution - Others 1 70 21 1 70 | 21 1 70 21 4 70 | 21 1 70 21
Potassium Acetate 2 120 49 2 70 | 21 4 70 21 4 70 | 21 1 390 199
Potassium Chloride 1 176 80 1 70 | 21 1 212 100 1 70 | 21 1 70 21
Potassium Cupro-Cyanide 1 140 60 1 70 | 21 1 212 100 1 70 | 21 1 70 21
Potassium Cyanide 1 140 60 1 70 | 21 1 70 21 1 70 | 21 1 200 93
Potassium Dichromate 1 140 60 1 70 | 21 1 212 100 1 70 | 21 1 200 93
Potassium Hydroxide 2 150 66 2 ND | ND 2 70 21 3 70 | 21 1 300 149
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Potassium Nitrate 1 140 60 1 70 | 21 1 212 100 1 70 | 21 1 300 149
Potassium Sulfate 1 160 71 1 70 | 21 1 212 100 1 70 | 21 1 300 149
Producer Gas 1 250 121 1 70 | 21 1 70 21 2 70 | 21 1 70 21
Propane 1 250 121 1 70 | 21 1 176 80 4 70 | 21 1 300 149
Propyl Acetate 4 70 21 4 70 | 21 4 70 21 4 70 | 21 1 70 21
N-Propyl Acetate 4 70 21 4 70 | 21 4 70 21 4 70 | 21 1 70 21
Propyl Acetone 4 70 21 4 70 | 21 4 70 21 3 ND | ND 1 70 21
Propyl Alcohol 2 200 93 1 70 | 21 1 212 100 1 70 | 21 1 300 149
Propyl Nitrate 4 70 21 4 70 | 21 4 70 21 4 70 | 21 1 70 21
Propylene 4 70 21 4 70 | 21 1 70 21 4 70 | 21 1 70 21
Propylene Oxide 4 70 21 4 70 | 21 4 70 21 4 70 | 21 1 300 149
Pydraul, 10E 4 70 21 4 70 | 21 1 70 21 4 70 | 21 1 70 21
Pydraul, 29ELT, 30E, 50E,
65E, 90E 4 70 21 4 70 | 21 1 158 70 1 70 | 21 1 70 21
Pydraul, 115E 4 70 21 4 70 | 21 1 70 21 4 70 | 21 2 400 204
Pyranol, Transformer Qil 1 70 21 1 70 | 21 1 70 21 4 70 | 21 ND ND ND
Rapeseed Oil 2 250 121 2 70 | 21 1 70 21 4 70 | 21 1 70 21
RJ-1 (MIL-F-25558) 1 70 21 1 70 | 21 1 70 21 4 70 | 21 ND ND ND
RP-1 (MIL-R-25576) 1 70 21 1 70 | 21 1 70 21 4 70 | 21 ND ND ND
SAE-10 1 250 121 1 70 | 21 1 70 21 4 70 | 21 1 70 21
SAE-30 1 70 21 1 70 | 21 1 70 21 1 ND | ND ND ND ND
ISal Ammoniac 1 160 71 1 70 | 21 1 212 100 8 70 | 21 1 boiling | boiling
Salicylic Acid 2 70 21 2 70 | 21 1 70 21 1 ND | ND 1 300 149
Salt Water 1 140 60 1 70 | 21 1 176 80 1 70 | 21 1 250 121
Sea Water 1 140 60 1 70 | 21 1 212 100 1 70 | 21 1 250 121
Sewage 1 200 93 1 70 | 21 1 176 80 2 70 | 21 1 70 21
Silicate Esters 2 180 82 2 70 | 21 ND 400 204 4 70 | 21 1 70 21
Silicone Greases 1 140 60 1 70 | 21 1 140 60 3 70 | 21 1 300 149
Silicone Qils 1 140 60 1 70 | 21 1 400 204 4 70 | 21 1 300 149
Silver Nitrate 2 180 82 2 70 | 21 1 176 80 1 70 | 21 1 300 149
Soap Solutions 1 200 93 1 70 | 21 1 212 100 1 70 | 21 1 300 149
Soda Ash 1 160 71 1 70 | 21 1 212 100 1 70 | 21 1 300 149
Sodium Acetate 2 176 80 2 70 | 21 4 70 21 4 70 | 21 1 300 149
Sodium Bicarbonate 1 140 60 1 70 | 21 1 212 100 1 70 | 21 1 300 149
Sodium Bisulfite 2 212 100 1 70 | 21 1 212 100 1 70 | 21 1 200 93
Sodium Borate 1 70 21 1 70 | 21 1 176 80 1 70 | 21 1 300 149
Sodium Chloride 1 160 71 1 70 | 21 1 212 100 1 212 | 100 1 300 149
Sodium Cyanide 1 140 60 1 ND | ND 1 176 80 1 70 | 21 1 300 149
Sodium Hydroxide 2 70 21 2 70 | 21 2 70 21 1 70 | 21 1 300 149
ISodium Hypochlorite 4 130 54 2 70 | 21 1 158 70 2 70 | 21 1 300 149
Sodium Metaphosphate 1 140 60 1 70 | 21 1 140 60 1 70 | 21 1 300 149
Sodium Nitrate 2 176 80 2 ND [ ND 1 212 100 4 70 | 21 1 300 149
Sodium Perborate 2 200 93 2 70 | 21 1 140 60 2 70 | 21 1 300 149
Sodium Peroxide 2 200 93 2 70 | 21 1 boiling | boiling 4 70 | 21 1 300 149
ISodium Phosphates 1 200 93 1 70 | 21 1 176 80 4 70 | 21 1 300 149
Sodium Silicate 1 140 60 1 70 | 21 1 212 100 1 70 | 21 1 300 149
42 | Garlock Klozure® Rating Key: 1 = Excellent compatibility up to given temperature 3 = Limited compatibility up to given temperature ND = No Data

2 = Good compatibility up to given temperature 4 = Poor compatibility up to given temperature



COMPOUND

COMPATIBILITY CHART

APPENDIX C

Sodium Sulfates 1 140 60 1 ND | ND 1 176 80 1 70 | 21 1 300 149
Sodium Thiosulfates 2 200 93 2 ND | ND 1 212 100 1 70 | 21 1 300 149
Soybean Oil 1 250 121 1 70 | 21 1 250 121 1 70 | 21 1 200 93
IStannic Chloride 1 140 60 1 70 | 21 1 140 60 2 70 | 21 1 300 149
ISteam 4 212 100 4 212 | 100 1 212 100 4 225 | 107 1 450 232
Stearic Acid 1 70 21 2 70 | 21 1 140 60 2 70 | 21 1 300 149
IStoddards Solvent 1 250 121 1 70 | 21 1 158 70 4 70 | 21 1 300 149
Styrene Polymer 4 70 21 4 70 | 21 1 120 49 4 70 | 21 1 70 21
Sucrose Solution 1 140 60 2 70 | 21 1 140 60 1 70 | 21 1 200 93
Sulfur Chloride 4 70 21 4 70 | 21 1 140 60 3 70 | 21 1 300 149
Sulfur Hexafluroride 2 70 21 2 70 | 21 4 70 21 2 70 | 21 1 70 21
Sulfur Trioxide 4 70 21 4 70 | 21 1 140 60 2 70 | 21 1 300 149
Sulfuric Acid 4 70 21 4 70 | 21 1 158 70 4 70 | 21 1 400 204
Sulfur Acid (20% Oleum) 4 70 21 2 70 | 21 1 75 24 4 70 | 21 1 400 204
Sulfurous Acid 4 70 21 2 70 | 21 1 140 60 4 70 | 21 1 300 149
Tannic Acid 1 200 93 1 70 | 21 1 140 60 2 70 | 21 1 300 149
Terpineol 2 70 21 2 70 | 21 1 70 21 ND ND | ND 1 70 21
Tertiary Butyl Alcohol 2 70 21 2 70 | 21 1 70 21 2 70 | 21 1 70 21
Tertiary Butyl Catechol 4 70 21 4 70 | 21 1 70 21 1 ND | ND 1 70 21
Tertiary Butyl Mercaptan 4 70 21 4 70 | 21 1 70 21 4 70 | 21 1 70 21
Tetrabromoethane 4 70 21 4 70 | 21 1 70 21 4 70 | 21 1 boiling | boiling
Tetrabromomethane 4 70 21 4 70 | 21 1 70 21 4 70 | 21 1 70 21
Tetrabutyl Titanate 2 70 21 2 70 | 21 1 70 21 ND ND | ND 1 70 21
Tetrochloroethylene 4 70 21 4 70 | 21 1 212 100 4 70 | 21 1 250 121
Tetraethyl Lead 2 120 49 2 70 | 21 1 120 49 ND ND | ND 1 300 149
Tetralin 4 70 21 4 70 | 21 1 70 21 4 70 | 21 1 70 21
Titanium Tetrachloride 4 70 21 2 70 | 21 1 ND ND 4 70 | 21 1 300 149
Transformer Oil 1 150 66 1 70 | 21 1 300 149 2 70 | 21 1 300 149
[Transmission Fluid Type A 1 70 21 1 70 | 21 1 212 100 2 70 | 21 1 70 21
(Triaryl Phosphate 4 70 21 4 70 | 21 1 70 21 3 70 | 21 1 70 21
[Tricresyl Phosphate 4 70 21 4 70 | 21 1 140 60 3 70 | 21 1 boiling | boiling
Turbine Oil 2 70 21 1 70 | 21 1 140 60 4 70 | 21 1 70 21
Turpentine 1 200 93 1 70 | 21 1 158 70 4 70 | 21 1 300 149
\Varnish 2 70 21 2 70 | 21 1 70 21 4 70 | 21 1 70 21
\Versilube F-50 1 70 21 1 70 | 21 1 350 177 3 70 | 21 1 70 21
\Vinyl Chloride 4 70 21 4 70 | 21 1 70 21 1 ND | ND 1 300 149
Wagner 21B Brake Fluid 3 70 21 3 70 | 21 4 70 21 3 70 | 21 1 70 21
Water 1 180 82 1 70 | 21 2 275 135 2 180 | 82 1 boiling | boiling
White Oil 1 70 21 1 70 | 21 1 70 21 4 70 | 21 1 70 21
White Pine Tar 2 70 21 2 70 | 21 1 70 21 4 70 | 21 1 70 21
Xylene 4 70 21 4 70 | 21 1 140 60 4 70 | 21 1 300 149
Xylidines 4 70 21 ND ND | ND 4 70 21 4 70 | 21 1 70 21
Zeolites 1 70 21 1 70 | 21 1 70 21 ND ND | ND ND ND ND
Zinc Acetate 2 176 80 2 70 | 21 4 176 80 4 70 | 21 1 70 21
Zinc Chloride 1 140 60 1 70 | 21 1 212 100 2 70 | 21 1 300 149
Zinc Sulfate 1 140 60 1 70 | 21 1 boiling | boiling 1 70 | 21 1 300 149
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