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LOW EMISSION PACKING
Valve Sealing Options
Comply and Exceed Stringent Industry Standards
From valve packing for use in high temperature and pressure steam service to valve stem packing 
material with superior chemical resistance to valve packings for fugitive emissions service, Garlock 
delivers quality valve packing solutions. Garlock provides valve stem packing products designed 
specifically for major industries such as Oil & Gas, Chemical, Petrochemical, and Power Generation.

Value and Benefits:

EVSP:

QUICKSET:

1303-FEP:
Superior performance from single style spool stock
•	  Compliance with the most stringent VOC and VHAP emissions regulations.
•	  Thermally conductive; resists heat, pressure and chemicals.
•	  Fire safe.
•	  Dimensionally stable, impervious to gases and fluids.
•	  Non-scoring, self-lubricating, non-hardening.
 Ideal for the hydrocarbon, chemical processing and power generation industries.

The 9000 EVSP Simplified® set combines two superior Garlock® products: 
Style 98 carbon packing and cup and cone GRAPH-LOCK® die-formed 
rings. The nearly chemically inert set expands radially when the gland 
is tightened for a positive valve stem OD seal as well as stuffing box ID 
seal. The 9000 EVSP® set is extremely useful in hydrocarbon industry 
processing, or any valve application where elimination of encrustation, 
chemical attack, or health hazard is required. Normally supplied in a 7 
ring set.

Garlock QUICKSET is a low emissions alternative specifically designed 
for shallow stuffing boxes. Like EVSP, QUICKSET offers less than 100 
ppm service and exceptionally long life. Unlike EVSP however, QUICKSET 
provides low emission benefits with approximately 20% less stem friction. 
This results in a more efficient and therefore less costly use of plant air 
and electricity in controlling actuated valves. Normally supplied in a 5 ring 
set for ultimate control.



Australia: 1800 GARLOCK New Zealand: +64 9574 5651www.garlock.com

Authorised Distributor

Style 5882 Low Friction Packing for the Power Generation Industry
The Power Generation Industry is challenged with achieving leak free valve 
sealing combined with responsive and smooth valve actuation. Garlock 
5882 series product addresses these industry needs when applied to Air 
Operated Valves (AOV) used on Steam, Water, Process Control and Air.
•	 Available in spool stock and convenient Die Formed sets
•	 Potential cost reduction by reducing size of required actuator
•	 In service solution for undersized actuators in trouble applications

		  		

General Information
 Spool Stock Die Formed Sets

 1303-FEP 5882 212-ULE EVSP Quickset 
Style 98 Carbon Packing Rings &

GRAPH-LOCK die formed “cup & 
Cone” rings 

   X

95% purity Flexible Graphite Tape die 
formed centre rings and 1303-DRY 
die formed adaptor rings

 
X

High purity GRAPH-LOCK Yarn 
contained by Inconel filament

X 2 different 
Styles

High quality Carbon Core with PTFE 
shell

X

pH 0 - 14 0 - 14 0 - 14 0 - 14 0 - 14
Min. Temperature                         0 C -200 -130  -200 -200 -200
Max. Temperature                        0 C 455 280 455 455 455
Max. Cont. Temperature (steam)   0 C 650 - 650 650 650
Max Pressure                         bar 310 173 310 690 690 
Certifications      

TA Luft   Yes Yes

ISO 15848-1 Yes Yes

API 589 to API 607 temperatures       Fire Safe Yes Yes Yes  

API 622 Yes Yes

Style 212-ULE (Ultra-Low Emissions)
Simplify your Leak Detection and Repair (LDAR) Program with Garlock Style 212-ULE.
Better than engineered set performance in a convenient spool product. Style 212-ULE 
is easy to cut and install with color coded braid. Cut inventory dollars and reduce 
outage schedules without sacrificing performance.
•	 Easily meets less than 100 ppm emissions.
•	 Easy to use dispensing box.
•	 Pack stuffing boxes without ordering specialized seal sets.
•	 Low stem friction.
•	 Our proprietary “212” ULE drastically reduces emissions in valve applications.
•	 A planning label that tells you how many boxes you need so you can plan 

outages .
•	 A 5-year warranty when installed according to recommendation.


